1 WHAT IS CLAIMED IS: 

2 1. A computer lock, comprising a lock body, a cover, a lock core, an 

3 action body, an action shaft, and a locking block, wherein: 

4 the lock body has an irregular shape, and has an inside formed with a 



5 channel, the lock body has a periphery formed with two U-shaped receiving 

6 slots for receiving a power supply cord and other cord, the periphery of the 

7 lock body is formed with an insertion hole for insertion of a slide, the lock 

8 body has an end face formed with a shaft hole for mounting a pivot shaft and a 

9 receiving hole for receiving a spring and a pin, the lock body has a side face 

10 formed with a groove for mounting a locking cord; 

1 1 the cover is pivotally mounted on the lock body by the pivot shaft, 

12 the cover has a first side formed with a first recessed zone for mounting a pad 

13 and a second side formed with a second recessed zone, the cover has a center 

14 formed with a through hole and two symmetrical protruding limit bars 

15 surrounding the through hole; 

16 the lock core is movably mounted on the lock body, and has an end 

17 formed with a protruding catch flange for stopping the locking cord, the lock 

18 core has an inner wall formed with a slide slot for slidably mounting the slide 

19 of the lock body; 

20 the action body is rotatably mounted in the lock core and has a 

21 periphery formed with an insertion hole for insertion of a locking pin; 
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1 the action shaft is secured on the action body to rotate therewith, and 

2 has a first end formed with a through hole for passage of the locking pin and a 

3 second end formed with an enlarged locking block; and 

4 the locking block is secured in the lock core and rested on the action 

5 body for limiting movement of the action body. 

6 2. The computer lock in accordance with claim 1, wherein the pin is 

7 urged on the cover. 

8 3. The computer lock in accordance with claim 1, wherein the cover 

9 is apple-shaped. 

10 4. The computer lock in accordance with claim 1, wherein the lock 

1 1 core has a cylindrical shape. 

12 5. The computer lock in accordance with claim 1, wherein the action 

13 body is a stepped tube. 

14 6. The computer lock in accordance with claim 1, wherein the 

15 locking block of the action shaft protrudes outward from the action body and 

16 the lock core and is received in the channel of the lock body. 

17 7. The computer lock in accordance with claim 1, wherein the lock 

18 core has an inner wall formed with a shoulder and has a periphery formed with 

19 a positioning hole, and the action body has a first side rested on the shoulder of 

20 the lock core and a second side rested on the locking block, so that the action 

21 body is limited by the shoulder of the lock core and the locking block. 
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1 8. The computer lock in accordance with claim 7, wherein the 

2 locking block has a tubular shape and has a periphery formed with a 

3 positioning hole for mounting a plug which is inserted into the positioning hole 

4 of the lock core, so that the locking block is secured in the lock core. 

5 9. The computer lock in accordance with claim 1, wherein the action 

6 body, the action shaft and the locking block are combined with each other, so 

7 that when the action body is pressed to move toward the lock body and the 

8 cover, the lock core, the action body, the action shaft and the locking block are 

9 pressed and moved toward the lock body and the cover synchronously, such 

10 that the locking block of the action shaft is pushed and moved to protrude 

1 1 outward from the two limit bars of the cover. 

12 10. The computer lock in accordance with claim 9, wherein the when 

13 the lock core, the action body, the action shaft and the locking block are 

14 pressed and moved toward the lock body and the cover, the lock core and the 

15 locking block are locked in the second recessed zone of the cover, so that the 

16 cover is fixed on the lock body and cannot be opened. 

17 11. The computer lock in accordance with claim 1, wherein the cover 

18 is pivoted about the pivot shaft to expose the two U-shaped receiving slots. 
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